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Helpsheet:
Setting up your own Macintosh for
Deakin network access

This helpsheet provides information on how to connect your own Macintosh (OS X 10.4) to the
Deakin network, using a wired network connection (network device such as card or USB, and
cable).

Refer to the ITSD Publications website located at<www.deakin.edu.au/its/publications> for
information on usingrkDeakindéds wireless netw

Getting started

There are several steps involved in setting up your own computer using a wired connection for use
on campus at Deakin.

You wi |l need to provideé

An Apple personal computer (laptop or desktop) and a network card (ethernet card and Cat5 cable
with RJ45 sockets (male/male connections).

You need to have installed your operating system (OS X 10.3.9 or 10.4) and software applications,
and bring your operating system CDs with you the fi

You also need to know if your workstation is named or not.

1. Configuring TCP/IP eoeo0 Network _
o) CO—

- Select System Preferences from the
Apple menu. Location: | Automatic }
|

Show: | Built-in Ethernet

ar

“r

)
)

- Double-click the Network icon and then

CliCk the TCP/IP tab I{ TCP/IP II PPPoE = AppleTalk Proxies Ethernet -
Configure IPv4:|' Using DHCP | 3]'
- In the ConflgureIPv4 bOX’_SeleCt Using IP Address: 128.184.102.162 (" Renew DHCP Lease )
DHCP from the drop-down list. —
Subnet Mask: 255.255.255.0 DHCP Client ID:

(If reguired)
Router: 128.184.102.254

Note: the IP Address, Subnet Mask, s —
Router and Ethernet Address details will
be issued automatically. B i (Optional

IPv6 Address: fe80:0000:0000:0000:0203:93ff:fe6a:329e

Click the Apply Now button when

Completed (" Configure IPv6... ) ®
ﬂﬁ —_——
ﬂ_ Click the lock to prevent further changes. Assist me... Apply Now
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2. Configuring Proxies

- In the Network window click on the
Proxies tab.

- Ensure Automatic Proxy
Configuration is ticked.

Next, tick the Use Passive FTP Mode

(PASV).

-Enter

http://proxy.deakin.edu.au /prox
y- mac.pac in the Proxy Configuration
File box.

- Click Apply Now when completed.

3. Identify your Workstation on the
Network

You workstation needs to have a computer
name, so it can be identified on the

net wor k. I f you donéd-
name set up, do the following -

Click on the Show All icon in
System Preferences.

Click the Sharing icon.

In the Sharing window type in
username - 01 in the Computer
Name box. You should substitute

t he wsern@med® with vy
Deakin username.

You may decide on the use of any
of the sharing services at your
discretion.

Close the Sharing window when you have
completed your changes.
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