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	Notes:




An answer “Yes” to any of the above indicates that the appliance is potentially dangerous and must be taken out of use.

	General Electrical Inspection: Visual inspection of electrical equipment may include the following:
	Yes
	No

	1. Flexible cords in good condition ie look for cuts, abrasion or damage 
	
	

	2. External components or casing are not damaged (these may form part of the insulation)
	
	

	3. Power and extension cords anchored and separated from other hazards such as liquids, mechanical action or traffic areas. 
	
	

	4. Covers, guards, controls, alarms or mechanical safety features are in good condition 
	
	

	5. Power outlets and power boards are not overloaded. 
	
	

	6. Cords are kept away from traffic areas.
	
	

	7. Electric cords and wiring are not kept under carpets where they are subject to wear and tear
	
	

	8. Electric cords and wiring are not run through windows or doorways where they are subject to abrasion
	
	

	9. Double adapters are not used (power-boards should be used)
	
	

	10. Bar radiators and para-flood lamps are not used for heating purposes
	
	

	11. Appropriate electrical equipment are used in wet areas such as around sinks and in toilets
	
	

	12. Only designated electrical appliances, equipment, or extension cords are used in areas which contain dangerous or hazardous materials (flammable, explosive, or corrosive)
	
	

	Notes:




